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GT-SW

Beep

5
GT-NS-V/GT-NS

GT-DMV/GT-DM

Beep

Beep

        101
SMITH

        101
SMITH

● Performing settings from an entrance station

1 Check that all units are mounted and wired correctly, and then 
turn on the power switch of the GT-BC.

2 With the GT-DA/GT-DA-L, loosen the base screw of the frame 
and open and remove the front panel.
Remove the rubber cap and use a fine screwdriver to push the program 
switch.
With the GT-DMV/GT-DM, enter the program mode and select 
"PROGRAMMING" from the menu.
Wait until "CONNECTING..." is displayed.
The in use LED will blink for approximately 6 to 15 seconds.

3 Once the in use LED is lit solid, press and hold down the door 
release button while holding down the security guard station 
call/light button of the residential station.
A beep will sound approximately 5 seconds later and all of the resi-
dence IDs will be initialized.

4 Check that the in use LED is lit, and press the TALK button of 
the first residential station. With the handset type module, lift 
the handset.
The corresponding communication channel will be established.

CAUTION:  Performing the above operation will delete all link data in the resi-
dential station and return it to the initial settings. Only perform this 
operation when performing settings the first time after mounting a 
residential station. When changing settings, skip this procedure.

5 GT-SW: Press the relevant call button. (Do not press the button 
longer than 1 second.)
GT-NS-V/GT-NS, GT-DMV/GT-DM: Display the assigned room no. 
and press the  button. (Do not press the button longer than 1 sec-
ond.)
An electronic beep will be emitted once. Link setting can be per-
formed for up to 4 stations. (With registration, the electronic beep will 
sound a number of times equal to the number of connected stations.)
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6 Press the OFF button to finish programming. With the handset 
type module, return the handset. Repeat steps 3 to 6 to program 
all residential stations.

7 Press the program switch of the GT-DA-L/GT-DA to finish 
programming.

 The in use LED will go out.
 For the GT-DMV/GT-DM, press the  button.

After step 5, press and hold the  button until the confirmation tone 
sounds.
A beep will sound and the link to the corresponding residential station 
will be erased.

GT-DMV/GT-DM

GT-DA-L/GT-DA

7

PROGRAMMING

CONNECTING...

:QUIT :PRESET

Next menu item

*	Erasing	links

6

GT-SW

Beep

5
GT-NS-V/GT-NS

GT-DMV/GT-DM

Beep

Beep

        101
SMITH

        101
SMITH
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1 Check that all units are mounted and wired correctly, and then 
turn on the power switch of the GT-BC.

2 Enter the program mode at the GT-MK and select "PRO-
GRAMMING" from the menu. Wait until "CONNECTING..." 
is displayed.

3 Lift the handset of the GT-MK.

4 Press and hold down the door release button while holding down 
the security guard station call/light button of the residential station.
A beep will sound approximately 5 seconds later and all of the resi-
dence IDs will be initialized.

5 Press the talk button on the first residential station.
With the handset type module, lift the handset.
The corresponding communication channel will be established.

6 Display the assigned room no. and press the  button. (Do not 
press the button longer than 1 second.)
An electronic beep will be emitted once.
Link setting can be performed for up to 4 stations. (With registration, 
the electronic beep will sound a number of times equal to the number 
of connected stations.)

7 Return the handset of the GT-MK. Repeat steps 4 to 6 to pro-
gram all residential stations.

8 Press the  button to finish programming.

After step 6, press and hold the  button until the confirmation tone 
sounds.
A beep will sound and the link to the corresponding residential station 
will be erased.

● Performing settings from a security guard station

CAUTION:  Performing the above operation will delete all link data in the resi-
dential station and return it to the initial settings. Only perform this 
operation when performing settings the first time after mounting a 
residential station. When changing settings, skip this procedure.
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GT-MK

1

2

5

4

3

8

2
BA C

3
ED F

5
KJ L

8
UT V

4
HG I

6
NM O

1

0

9
YX

W

Z

7
RQ

P

S

2
B

A

C4
H

G

I 5
K

J

L

8
U

T

V

6
N

M

O

3
E

D

F

1

R
Q

P

S
7

Y
X

W

Z
9

0

2
B

A

C4
H

G

I 5
K

J

L

8
U

T

V

6
N

M

O

3
E

D

F

1

R
Q

P

S
7

Y
X

W

Z
9

0

SMITH
      101

Next menu item

* Erasing links
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Transfer link setting information set at an entrance station or security guard station to other entrance stations and security guard stations.
● Enter the program mode and select "TRANSFER DATA".

Transferring	link	information5-8

Enter an entrance station number (1 to 16) for the transferred station. If 
"0" is entered, a security guard station will be the transferred station.
With an expanded system, the entrance stations IDs are as shown below.
• Connected to same common line: ID remains the same (Ex.: Enter "2" 

to transfer to #2)
• Connected to separate common line: ID + 8 (Ex.: Enter "9" to transfer 

to #1)

Enter a security guard station number (1 to 4) for the transferred station.
With an expanded system, the security guard station IDs are as shown 
below.
• Connected to same common line: ID remains the same (Ex.: Enter "2" 

to transfer to #2)
• Connected to separate common line: ID + 2 (Ex.: Enter "3" to transfer 

to #1)  

During transfer, "TRANSFERRING..." is displayed.

1~16

1~4

GT-DMV/GT-DMGT-NS-V/GT-NS, GT-MK
TRANSFER DATA

TRANSFERRING.

DATA TRANSFERRED

MENU

:ENTER

CHANGE GREETING
PROGRAMMING
TRANSFER DATA

TRANSFER DATA

TRANSFERRING...

0 1

1

ENTER UNIT ID#
MAIN ENTRANCE: 2

ENTER UNIT ID#
SECURITY GUARD: 2

:QUIT

TRANSFER DATA

:ENTER

ENTER UNIT ID#
MAIN ENTRANCE: 2

“0” FOR GUARD

:QUIT

TRANSFER DATA

:ENTER

ENTER UNIT ID#
SECURITY GUARD: 2

:QUIT

TRANSFER DATA

DATA TRANSFERRED
Next menu item
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GT-DA-L/GT-DA

● Performing settings from an entrance station (Unit type)

● Performing settings from an entrance station (Integrated type), security guard station

Link	check5-9

Press the program switch of the GT-DA-L/GT-DA for at least 5 seconds.
The in use LED will light up after blinking.

GT-SW: Press the relevant call button.
GT-NS-V/GT-NS: Select the room and press the  button.

An electronic sound will be emitted once if the link is normal. If the link 
is abnormal, an error sound will be emitted.

Enter the program mode and select "VERIFY PROGRAM".

Select the room and press the  button.

With a security guard station, an electronic sound will be emitted once if 
the link is normal. If the link is abnormal, an error sound will be emitted.
With an entrance station (Integrated type), "CORRECT" will display if 
the link is normal and "ERROR" will display if it is not normal.

GT-MKGT-DMV/GT-DM

        101
SMITH

VERIFY PROGRAM

VERIFYING...

MENU

:ENTER

VERIFY PROGRAM
SCROLL SPEED
MONITOR ENTRANCE

:QUIT

VERIFY PROGRAM

VERIFYING...

:QUIT

VERIFY PROGRAM

:VERIFY

ROOM NO. 101
SMITH

Next menu item

GT-DMV/GT-DM GT-DMV/GT-DM

:QUIT

VERIFY PROGRAM

CORRECT

:QUIT

VERIFY PROGRAM

ERROR
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● Enter the program mode with the GT-NS-V/GT-NS, GT-DMV/GT-DM or GT-MK and select "SET TIMER".
• Operation timer:   If the operation panel is not operated for a certain period of time, the system returns to standby mode. The initial setting is 15 

seconds.
• Program timer:  If an operation is not performed for a certain period of time in the program mode, the program mode will automatically be can-

celled. The initial setting is 60 seconds.
• Call timer:  Calls from entrance stations and security guard stations will expire after a certain period of time. The initial setting is 45 seconds.
• Door release timer:   Set the time for when the door is locked again after a door release operation. The initial setting is 0 seconds.

● Entrance station (Unit type) door release timer: Set the GT-DA-L/GT-DA with volume VR1.

Setting	the	input	timeout	timer5-10

Set the operation timer in the range from 15 to 99 seconds.

Set the program timer in the range from 30 to 99 seconds.

Set the call timer in the range from 30 to 99 seconds.

Set the door release timer in the range from 00 to 20 seconds.
If the timer is set at 00 seconds, the door will be released only 
while the button is pressed.

GT-DMV/GT-DMGT-NS-V/GT-NS, GT-MK

OPERATION TIMER
15

SET TIMER

PROGRAM TIMER
60

CALL DURATION
45

MENU

:ENTER

ACCESS CODE
RESIDENT INFO.
SET TIMER

03
ED F

0

06
NM O

2
BA C

9
YX

W Z

0

15~99

30~99

30~99

00~20

SET TIMER

OPERATION TIMER
                            15  s

INPUT 15-99
:QUIT:NEXT

SET TIMER

PROGRAM TIMER
                            60  s

INPUT 30-99
:QUIT:NEXT

SET TIMER

CALL DURATION
                            45  s

INPUT 30-99
:QUIT:NEXT

SET TIMER

RELEASE TIMER
                            15  s
INPUT 00-20
00=WHILE PRESSED

:QUIT:NEXT

Next menu item

* Entrance stations (Integrated type) only

0.5 M
20

103

GT-DA-L/GT-DA

0.5 to 20: 0.5 to 20 seconds
M: While door release button is pressed
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●  Start the program mode with the GT-NS-V/GT-NS, GT-DMV/GT-DM or GT-MK and select "SELECT LANGUAGE".  
The initial setting is English.
Select English, French, German, Spanish, Dutch, or Italian.

Select the guidance language that will be heard when a call is received, etc. The initial setting is for no guidance.
● GT-DA-L: Perform settings using combinations of 2 to 4 with SW3.

Select English, French, German, Spanish, Dutch, Italian or no guidance.

● GT-DMV/GT-DM: Start the program mode and select "GUIDE LANGUAGE".
Select English, French, German, Spanish, Dutch, Italian or no guidance.

Display	language	selection

Guidance	language	selection

5-11

5-12

GT-DMV/GT-DMGT-NS-V/GT-NS, GT-MK

SELECT LANGUAGE
ENGLISH

SELECT LANGUAGE MENU

:ENTER

SELECT LANGUAGE
GUIDE LANGUAGE
CHANGE ID CODE

SELECT LANGUAGE

ENGLISH
FRANÇAIS
DEUTSCH

:ENTER ENGLISH
FRANÇAIS
DEUTSCH
ESPAÑOL
NEDERLANDS
ITALIANO

Next menu item

GT-DA-L

SW3 ON

1 2 3 4

ON

1 2 3 4

ON

1 2 3 4

ON

1 2 3 4

ON

1 2 3 4

ON

1 2 3 4

ON

1 2 3 4

No guidance English French German Spanish Dutch Italian

Next menu item

GT-DMV/GT-DM
MENU

:ENTER

SELECT LANGUAGE
GUIDE LANGUAGE
CHANGE ID CODE

GUIDE LANGUAGE

NO GUIDANCE
ENGLISH
FRANÇAIS

:ENTER NO GUIDANCE
ENGLISH
FRANÇAIS
DEUTSCH
ESPAÑOL
NEDERLANDS
ITALIANO
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GT-DMV/GT-DM
MENU

:ENTER

STANDBY SCREEN
BRIGHTNESS
SORT SETTING

STANDBY SCREEN

GREETING
OPERATION
PICTURE

:ENTER

●  GT-NS-V/GT-NS: Use 3 of SW1 to change the greeting message to an operation message. The initial setting is for a greeting message.

● GT-DMV/GT-DM: Start the program mode and select "STANDBY SCREEN".

* Changing the greeting message
 GT-NS-V/GT-NS, GT-DMV/GT-DM: Start the program mode and select "CHANGE GREETING".
 Greetings can have up to 160 characters.
 Press [ ] to delete the greeting message.

* Uploading an picture
 For details, see the text (.txt) file that is installed in the same folder as the setup tool (.exe).

Setting	messages	and	the	standby	screen5-13

Select from the following in the standby screen display.
• Greeting message
• Operation message
• Picture

GT-NS-V/GT-NS SW1

3

ON

1 2 3 4

Operation message

Greeting message

......
EW

3
ED F

3
ED F

9
YX

W Z

GT-NS-V/GT-NS GT-DMV/GT-DM
MENU

:ENTER

CHANGE GREETING
PROGRAMMING
TRANSFER DATA

CHANGE GREETING

WELCOME

MAX 160 LETTERS
:ENTER

CHANGE GREETING
WELCOME

CHANGE GREETING

Next menu item

Ex.: "WELCOME TO..."

CHANGE GREETING
WELCOME TO ...

CHANGE GREETING

WELCOME TO ...

MAX 160 LETTERS
:ENTER
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Set the entrance station display to show room numbers or to display only resident names. The initial setting is for the room number to also display.
● GT-NS-V/GT-NS: Switch this setting with 2 of SW1.

The scroll speed for messages and resident names (17 characters or more) that display on entrance station and security guard station displays can be 
changed. The initial setting is "5".
● GT-NS-V/GT-NS, GT-DMV/GT-DM, GT-MK: Enter the program mode and select "SCROLL SPEED".
 Set a digit from 0 to 9. 0 = Slow 9 = Fast.

●  GT-DMV/GT-DM: Enter the program mode and select "DISPLAY ROOM NO.". Select ON (room number also displays) or OFF (only resident 
name displays).

Room	number	display	setting

Scroll	speed	setting

5-14

5-15

GT-DMV/GT-DM

DISPLAY ROOM NO.

OFF
ON

:ENTER

MENU

:ENTER

CALL-IN DISPLAY
LIGHT OR CCTV
DISPLAY ROOM NO.

Next menu item

GT-NS-V/GT-NS
SW1

2

ON

1 2 3 4

Display only resident name

Display room number also

0-9

GT-NS-V/GT-NS/GT-MK GT-DMV/GT-DM
MENU

:ENTER

VERIFY PROGRAM
SCROLL SPEED
MONITOR ENTRANCE

SCROLL SPEED

                  5

 SLOW   0----9   FAST
:ENTER

SCROLL SPEED

SCROLL SPEED
5

7
RQ

P S Next menu item



- 46 -

Select either name order or room number order for searching at entrance stations and security guard stations. The initial setting is name order.
● GT-NS-V/GT-NS, GT-DMV/GT-DM, GT-MK: Enter the program mode and select "SORT SETTING".

Setting	the	sort	order	for	searching5-16

GT-NS-V/GT-NS/GT-MK GT-DMV/GT-DM
MENU

:ENTER

STANDBY SCREEN
BRIGHTNESS
SORT SETTING

SORT SETTING

SORT BY NAME
SORT BY ROOM NO.

:ENTER

SORT SETTING

SORT SETTING
SORT BY NAME

Next menu itemCurrent search order
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Up to 500 access codes can be set for door release at an entrance station.
The number of digits for access codes can be set anywhere in the range from 4 to 6. The initial setting is 4 digits.

* Setting the access code number of digits
　GT-NS-V/GT-NS, GT-DMV/GT-DM: Enter the program mode and select "ACCESS CODE".

Access	code	setting5-17

GT-NS-V/GT-NS GT-DMV/GT-DM

4-6

6
NM O

0 9
YX

W Z

1 1 1 1 1 1

ACCESS CODE MENU

:ENTER

ACCESS CODE
RESIDENT INFO.
SET TIMER

ACCESS CODE  : 001

ACCESS CODE  : 001
1111

ACCESS CODE
NO. OF DIGIT        : 4

ACCESS CODE  : 002

ACCESS CODE

NO. OF DIGIT      4

INPUT 4-6
:ENTER:NEXT

ACCESS CODE

ACCESS CODE    001

INPUT 001-500
:QUIT:NEXT

ACCESS CODE

ACCESS CODE    001
1111_

:ENTER:NEXT

ACCESS CODE

ACCESS CODE    002

:ENTER:NEXT

Set the number of digits in the range from 4 to 6.

Select the access code to set from "001" to "500".
Enter the number directly using the number keys or select it 
by using the  and  buttons.

Enter the access code.
* Codes with more digits than the set number of digits for 

access codes cannot be entered.

Next menu item

Access code 001

Current access code

Current digit
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GT-VA
SW1 ON

1 2 3 4

WIDE
ON

1 2 3 4

ZOOM
ON

1 2 3 4

ZOOM 3s >> WIDE
ON

1 2 3 4

WIDE 3s >> ZOOM

Monitoring with the entrance station camera from a residential station can be set to be possible or not possible. The initial setting makes this not pos-
sible.
● GT-DA-L/GT-DA: Switch this setting with 1 of SW2.

Screen switching during a call can be set to "ZOOM", "WIDE", "ZOOM 3s >> WIDE", or "WIDE 3s >> ZOOM". The initial setting is "ZOOM".
● GT-VA: Switch this setting with 3 and 4 of SW1.

● GT-DMV/GT-DM: Enter the program mode and select "CALL-IN DISPLAY".

● GT-DMV/GT-DM: Enter the program mode and select "MONITOR ENTRANCE".

Entrance	monitor	setting

Call	screen	setting

5-18

5-19

GT-DMV/GT-DM
MENU

:ENTER

VERIFY PROGRAM
SCROLL SPEED
MONITOR ENTRANCE

MONITOR ENTRANCE

OFF
ON

:ENTER

Next menu item

SW2

1

ON

1 2 3 4

GT-DA-L/GT-DA

Monitoring possible

Monitoring not possible

GT-DMV/GT-DM
MENU

:ENTER

CALL-IN DISPLAY
LIGHT OR CCTV
DISPLAY ROOM NO.

CALL-IN DISPLAY

ZOOM
WIDE
ZOOM 3s >> WIDE

:ENTER

Next menu item
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Select "LIGHT CONTROL" or "CCTV SWITCH" for the operation performed when the light button on a residential station is pressed. The initial set-
ting is OFF ("LIGHT CONTROL").
● GT-VA: Switch this setting with 2 of SW1.

Screen brightness can only be adjusted with the GT-DMV/GT-DM.
● Start the program mode and select "BRIGHTNESS". Set a digit from 0 to 9. 0 = Dark 9 = Bright. The initial setting is "6".

● GT-DMV/GT-DM: Enter the program mode and select "LIGHT OR CCTV". Select using the  and  buttons.

Surveillance	camera	switching	setting

Adjusting	screen	brightness

5-20

5-21

GT-DMV/GT-DM
MENU

:ENTER

CALL-IN DISPLAY
LIGHT OR CCTV
DISPLAY ROOM NO.

LIGHT OR CCTV

LIGHT CONTROL
CCTV SWITCH

:ENTER

Next menu item

GT-DMV/GT-DM
MENU

:ENTER

STANDBY SCREEN
BRIGHTNESS
SORT SETTING

BRIGHTNESS

                  4

DARK   0----9   BRIGHT
:ENTER

0 9
YX

W Z Next menu item

GT-VA SW1

2

ON

1 2 3 4

Surveillance camera  
switching
Light control
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Perform settings for whether calls to security guard stations and emergency alarms are transferred from the RY-RY terminal. The initial settings are for 
calls and alarms to be transferred.
● GT-MK: Enter the program mode and select "OPTIONAL OUTPUT".

Select whether calls are transferred or not transferred.

Select whether emergency alarms are transferred or not transferred.

Security guard stations can be set only to receive calls. The initial setting allows outgoing calls.
● GT-MK: Switch this setting with 3 of SW1.

Security	guard	station	transfer	setting

Setting	prohibition	on	calls	from	security	guard	stations

5-23

5-24

GT-MK
OPTIONAL OUTPUT

OPTIONAL OUTPUT
CALL                  OFF

OPTIONAL OUTPUT
ALARM              ON

OPTIONAL OUTPUT
CALL                  ON Next menu item

Current setting

Current setting

GT-MK SW1

3

ON

1 2 3 4
2
BA C

3
ED F

5
KJ L

8
UT V

4
HG I

6
NM O

1

0

9
YX

W

Z

7
RQ

P

S

Calling  
prohibited
Calling  
allowed

The LCD screen automatic ON function can only be set with the GT-DMV/GT-DM. The initial setting is sensor mode.
• Sensor mode: The LCD will automatically turn ON due to the sensor when a person approaches. The detection distance changes depending on the 

direction that the person approaching is facing.
• Energy saving mode: Detection is not performed by the sensor. When a button is operated, the LCD turns ON.

 Do not place objects such as plants or trees in places monitored by the sensor. Also, placing the unit in very bright sunlit areas may prevent the sen-
sor from working properly.

● Switch this setting with 2 and 3 of SW1.

LCD	operation	mode	setting5-22

SW2

ON

1 2 3 4

ON

1 2 3 4

GT-DMV/GT-DM

H

L

H

L

H

L

Sensor mode

Energy saving mode

170 cm tall person is detected at 
approximately 1 to 3 meters

Sensor

Adjust the detection distance with the sensor control switch on the back. When 
the switch is in the center, a person 170 cm tall is detected at approximately 1 
to 3 meters. If the switch is pressed up, people are detected in a longer range. If 
the switch is pressed down, people are detected in a shorter range. Be sure to 
adjust the setting in accordance with the installation environment.

Short  
range

Long  
range
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GT-DA-L/GT-DA
GT-DA-L/GT-DA

The picture can be set to display at the position set for zoom picture display when a residential station is called from an entrance station. The initial set-
ting is for display at the center.
Perform this setting in the pre-set mode.

 In the case of direct select type entrance stations and residential stations without a ZOOM/WIDE function, this pre-set is not possible.
Setting	using	an	entrance	station	10	key

Entrance	zoom	picture	pre-set5-25

● Start the pre-set mode

● Perform the pre-set settings
 Enter the pre-set position using [1] to [9] on the 10 key.

• At this time, the picture can be checked by pressing the talk button 
or lifting the handset on the residential station.

Entrance Station (Unit type)
● Start the pre-set mode

● Perform the pre-set settings
 Enter the pre-set position using [1] to [9] on the 10 key.

• At this time, the picture can be checked by pressing the talk button 
or lifting the handset on the residential station.

Entrance Station (Integrated type)

1 Loosen the base screw of the frame and open and remove the 
front panel.

2 Remove the rubber cap and use a fine screwdriver to push the 
program switch.

	 The in use LED will stay lit after blinking for approximately 
6 to 15 seconds.

3 Press the [#] button on the GT-10K.

1 Enter the program mode and select "PROGRAMMING".

2 After the in use LED lights up, press [#] on the 10 key.

GT-DMV/GT-DM
MENU

:ENTER

CHANGE GREETING
PROGRAMMING
TRANSFER DATA

PROGRAMMING

CONNECTING...

:QUIT :PRESET

GT-NS-V/GT-NS
CAMERA PRESET: 5
CONNECTING... 1 9

YX

W Z

3

9 7

12

6 45

8

GT-DMV/GT-DM

1 9
YX

W Z

CAMERA PRESET

CONNECTING...
                  5

ZOOM BY NO. 1-9
:ENTER

3

9 7

12

6 45

8
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Setting	using	a	residential	station	(limited	to	stations	with	a	zoom/wide	function)
The picture can be set to display using a set zoom picture position for when a call is received from an entrance station.
When switching from the wide screen to the zoom screen, the zoom screen displays starting from the pre-set position.

1 Enter the pre-set mode from an entrance station.

2 Start communication from a residential station to display the picture at the currently set pre-set zoom position.

3 Adjust the camera zoom position using the [p], [q], [t], and [u] buttons on the residential station.

4 Press the [  ZOOM/WIDE] button (for at least 2 seconds). A beep will sound and the position setting will be completed.

5 End residential station communication.

6 Exit the pre-set mode from the entrance station.
* Setting can be performed in the same manner even if the entrance station is in programming mode.
* Pressing the entrance station call button will set a link with a residence, but pre-set settings cannot be performed.
* The position set at one entrance station will be displayed at all linked residential stations.

1 Enter the pre-set mode from an entrance station.

2 Start communication from a residential station to display the picture at the currently set pre-set zoom position.

3 Press the [  ADJUST] button to adjust the daytime brightness.

4 Press the [  ADJUST] button (for at least 2 seconds). A beep will sound and the setting will be completed.

5 End residential station communication.

6 Exit the program mode from the entrance station.

NOTES:
1.  To change the zoom screen position that has been set, perform the zoom screen settings again. 

The previous settings will be overwritten.
2.  The set zoom screen position will also be displayed at the sub master monitor station.
 * Pre-sets cannot be set from a sub master monitor station.

Visibility	settings	(daytime	only)5-26

● Quit the pre-set mode ● Quit the pre-set mode

1 Press the  button to register the pre-set position.

2 Press the program switch of the GT-DA-L/GT-DA to finish 
programming.

1 Press the  button to register the pre-set position.

2 Press the  button to return to the menu.

GT-DA-L/GT-DA

GT-NS-V/GT-NS

CONNECTING...

CAMERA PRESET:   5
CONNECTING...

GT-DMV/GT-DM
CAMERA PRESET

CONNECTING...
                  5

ZOOM BY NO. 1-9
:ENTER

PROGRAMMING

CONNECTING...

:QUIT :PRESET

When entrance station is installed at a location where backlighting makes viewing difficult, settings can be performed for easier viewing.
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1 Loosen the base screw of the speech module and open and remove the front panel.

2 Remove the rubber cap and use a fine screwdriver to push the setting switch.
 The in use LED will blinks.

3 While the in use LED is blinking (approximately 15 seconds), press the call button to assign it as the light button. An electronic 
beep will be emitted once.

 * A button cannot be simultaneously used as a residence call button and a light button.

Press the call button assigned as the light button to light up the light connected to the entrance.

One of the call buttons on the GT-SW can be set as the light button.

At night, the illuminator LED automatically lights up during an entrance station call. It can be set to always be off if night illumination is unnecessary 
or it is too bright.
The initial setting is for the LED to automatically light up. 
● GT-VA, GT-DMV/GT-DM: Switch this setting with 1 of SW1.

Direct	select	type	light	button	setting

Entrance	night	illumination	setting

5-28

5-27

GT-DA-L/GT-DA

GT-DA-L/GT-DA

GT-SW
Beep

1 2 3

GT-VA SW1

1

ON

1 2 3 4

SW1

1

ON

1 2 3 4

GT-DMV/GT-DM

Always off Always off

Automatically  
lights up

Automatically  
lights up
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	 6	 Setting	(GT-2C-L/GT-2C)

How	to	use	the	MENU

Security	guard	station	settings

6-1

6-2

1 In the standby mode, press the [  ADJUST] button and [  
ZOOM/WIDE] button until the warning screen displays. Press 
the [  MENU] button in accordance with the warning screen.

1 After performing steps 1 in section 6-1, select "GUARD SET-
TING" in the "INSTALLATION" screen and press the [  
MENU] button.

2 Press the [p], [q], [t], and [u] buttons in the "INSTALLA-
TION" screen to select the item to be set and confirmed, and 
press the [  MENU] button.

2 In the "GUARD SETTING" screen, make a selection from 
"GUARD1" to "GUARD4" and press the [  MENU] button.
Select from "GUARD/CONCIERGE/RECEPTION/NOT DIS-
PLAYED" for each. Press the [  MENU] button to complete the 
settings.

3 To finish changing settings, press the [  OFF] button to return 
to the standby mode. In other cases, set by pressing the [  
MENU] button. Press the [  REC/PLAY] button to cancel 
the settings and return to the previous screen.

INSTALLATION

ALARM INPUT PRESS TO TALK

EXTERNAL INPUT INITIALIZE

GUARD SETTING DOCTOR CALL

GUARD SETTING

GUARD2 [ RECEPTION2 ]

GUARD1 [ GUARD1 ]

GUARD3 [ CONCIERGE3 ]

GUARD4 [ NOT DISPLAYED ]

 1.  See the operation manual included with the GT-2C-L/GT-2C for the name and operating method for each part.   
 2.  Actual screens may vary depending on the system.
 3.  When settings are changed, turn the unit power supply off and on again. In some cases, the settings may not be changed.

 Change the names of the security guard stations that display with the GT-2C-L/GT-2C.

MOVE ON TO INSTALLATION SETTING?
CHANGING SOME SETTING MAY CAUSE
MALFUNCTION.

CANCEL OK
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ALARM INPUT

N/O

N/C

DISABLE

EXTERNAL INPUT SETTING

SENSOR 2

SENSOR 3

SENSOR 1

SENSOR1 SETTING

UTILITY

SECURITY

DISABLE

Emergency	input	settings

External	input	setting

6-3

6-4

1 After performing steps 1 in section 6-1, select "ALARM IN-
PUT" in the "INSTALLATION" screen and press the [  
MENU] button.

1 After performing steps 1 in section 6-1, select "EXTERNAL 
INPUT" in the "INSTALLATION" screen and press the [  
MENU] button.

2 Select "DISABLE", "N/O", or "N/C" in the "ALARM INPUT" 
screen. Press the [  MENU] button to complete the settings 
and return to the previous screen.

2 In the "EXTERNAL INPUT SETTING" screen, make a selec-
tion from "SENSOR1" to "SENSOR3" and press the [  
MENU] button.

3 Select from "DISABLE/UTILITY/SECURITY" in each screen 
from "SENSOR1 SETTING" to "SENSOR3 SETTING" and 
then press the [  MENU] button.

Set emergency input to be enabled or disabled.

Set external input (3 circuits) to security sensor or utility sensor.
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UTILITY-SENSOR DETECTION METHOD

N/C

N/O

SECURITY-SENSOR DETECTION METHOD

N/C

N/O

EXTERNAL INPUT SETTING

SENSOR 2

SENSOR 3

ALARM TRANSFER

SENSOR 1

SECURITY ALARM TRANSFER

DISABLE

NO TRANSFER FOR UTILITY ALARM

ENABLE

Utility	sensor	setting	(detection	method)
4 When "UTILITY" is selected, select "N/O" or "N/C" in the 

"UTILITY-SENSOR DETECTION METHOD" screen and 
press the [  MENU] button.

Security	sensor	(alarm	transfer)
5 When [SECURITY] is selected, in the [EXTERNAL INPUT 

SETTING] screen, select [ALARM TRANSFER] and press 
the [  MENU] button.

Security	sensor	setting	(detection	method)
4 When "SECURITY" is selected, select "N/O" or "N/C" in the 

"SECURITY-SENSOR DETECTION METHOD" screen and 
press the [  MENU] button.

6 Select from "ENABLE/DISABLE" in the "SECURITY ALARM 
TRANSFER" screen. Press the [  MENU] button to complete 
the settings.
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DOCTOR CALL

DISABLE

ENABLE

PRESS TO TALK

DISABLE

ENABLE

Doctor	call	setting

Press-to-talk	setting

6-5

6-6

1 After performing steps 1 in section 6-1, select "DOCTOR 
CALL" in the "INSTALLATION" screen and press the [  
MENU] button.

Set press-to-talk during communication to be enabled or disabled.

2 Select from "ENABLE/DISABLE" in the "DOCTOR CALL" 
screen. Press the [  MENU] button to complete the settings.

2 Select from "ENABLE/DISABLE" in the "PRESS TO TALK" 
screen. Press the [  MENU] button to complete the settings.

1 After performing steps 1 in section 6-1, select "PRESS TO 
TALK" in the "INSTALLATION" screen and press the [  
MENU] button.

Set Doctor call to be enabled or disabled.
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INITIALIZE

RETURNING TO DEFAULT ?
THIS OPERATION CANNOT BE CANCELED.

NO YES

Initializing6-7
All settings can be restored to their condition at the time of purchase.

 1. Recorded pictures are erased and settings are reset.
 2. Pre-set functions are not reset.

Settings reset with "Restor default setting"

* 　　　 are initial settings.

Setting name Description
DATE/TIME JAN/01/2011 00 : 00
LANGUAGE ENG FRA DEU ITA NED ESP
ENTRANCE CALL TONE ♪1  • ♪2 •♪3 •♪4 •♪5
DOOR CALL TONE ♪1 • ♪2  •♪3 •♪4 •♪5
GUARD CALL TONE ♪1 •♪2 • ♪3  •♪4 •♪5
DOCTOR CALL ENABLE　DISABLE
PRESS TO TALK ENABLE　DISABLE
PICTURE MEMORY Pictures All saved pictures are erased.

Screen • Zoom X 6
• Wide X 6
• Zoom X 3, Wide X 3
• Wide X 3, Zoom X 3

CALL DURATION 30 sec. • 45 sec. • 60 sec. • 90 sec. • 120 sec.
NIGHT ILLUMINATION ENABLE • DISABLE
ALARM INPUT DISABLE • N/O • N/C
EXTERNAL INPUT (S1 to S3) DISABLE • UTILITY • SECURITY
UTILITY-SENSOR Detection N/O • N/C

Alarm timer 10 sec. • 1 min. • 10 min. • 1HOUR • CONT
SECURITY-SENSOR Detection N/O • N/C

Alarm timer 10 sec. • 1 min. • 10 min. • 1HOUR • CONT
Alarm Transfer ENABLE • DISABLE

DEPARTURE TIMER SETTING 0 sec. • 30 sec. • 60 sec. • 120 sec. • 300 sec. • 
600 sec.

ARRIVAL TIMER SETTING 0 sec. • 30 sec. • 60 sec. • 120 sec. • 300 sec. • 
600 sec.

SECURITY PIN  p • u • q • t
RESET SETTING ENABLE • DISABLE
GUARD (GUARD 1 to 4) GUARD • RECEPTION • CONCIERGE • NOT 

DISPLAYED

1 After performing steps 1 in section 6-1, select "INITIALIZE" 
in the "INSTALLATION" screen and press the [  MENU] 
button.

2 Press the [  MENU] button in the "INITIALIZE" screen to 
perform initialization. Press the [  REC/PLAY] button to 
cancel initialization and return to the previous screen.

3 The status LED and tone off LED light up during initialization. 
The screen goes out when initialization is complete. (The sta-
tus LED blinks.)

TECHNICAL PRECAUTIONS
• Operating temperature: Entrance station: -10 ℃ to +60 ℃ (+14 °F to +140 °F)
    Residential station: 0 ℃ to +40 ℃ (+32 °F to +104 °F)
    Security guard station: 0 ℃ to +40 ℃ (+32 °F to +104 °F)
    Control unit: 0 ℃ to +40 ℃ (+32 °F to +104 °F)
• Mounting location:  Do not install the entrance station in a place where there would be a bright light behind a visitor (or where there would be 

a bright background) or in a place where the camera lens would be directly exposed to sunlight or a bright light.
     Entrance stations (integrated type) include a people sensor. Do not places objects such as plants or trees in places moni-

tored by the sensor.
    Also, placing the unit in very bright sunlit areas may prevent the sensor from working properly.
• Rain hood (option):  Although the entrance station is weather resistant, it is recommended that it not be directly exposed to weather conditions. 

The rain hood can be installed to protect the entrance station from rainfall.    
• Post-replacement setup:  After all wiring is completed and the residential station has been replaced, turn off the power to the GT-BC temporarily 

and then turn it back on.
    Next, reprogram the relevant residential station.
• Cleaning:  Clean the units with a soft cloth dampened with a neutral household cleanser. Do not use any abrasive cleaner or cloth.
     The sensitivity of the sensor on an entrance station (Integrated type) will be reduced if it is dirty. Periodically perform 

cleaning.
• Repair requests:  When units do not operate properly, request a qualified technician for repairs.

	 7	 TECHNICAL	PRECAUTIONS
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AIPHONE CO., LTD., NAGOYA, JAPAN
AIPHONE CORPORATION, BELLEVUE, WA, USA

AIPHONE S.A.S., LISSES-EVRY, FRANCE

http://www.aiphone.net/

This equipment has been tested and found to comply with the limits for a Class B digital device, pursuant to Part 15 of the FCC Rules. These limits are designed to provide 
reasonable protection against harmful interference in a residential installation. This equipment generates, uses, and can radiate radio frequency energy, and if not installed and used 
in accordance with the instructions, may cause harmful interference to radio communications. However, there is no guarantee that interference will not occur in a particular 
installation. If this equipment does cause harmful interference to radio or television reception, which can be determined by turning the equipment off and on, the user is encouraged 
to try to correct the interference by one or more of the following measures: • Reorient or relocate the receiving antenna • Connect the equipment into an outlet on a circuit different 
from that to which the receiver is connected. Increase the separation between the equipment and receiver. • Consult the dealer or an experienced radio/TV technician for help.

 (WEEE) indicates applicability to the EU.

Aiphone warrants that its products have no material or workmanship defects under normal use conditions for two years after delivery to the end user. Aiphone will perform repair or replacement 
free of charge if the product is defective and the warranty applies to the defect. Aiphone reserves unto itself the sole right to make the final decision whether there is a defect in materials and/or 
workmanship and whether or not the product is under warranty. This warranty shall not apply to any Aiphone product which has been subject to misuse, neglect, accident, or to use in violation of 
instructions furnished, nor extended to units which have been repaired or altered outside of the factory. This warranty does not cover batteries or damage caused by batteries used in connection 
with the unit. Any repairs must be made at the shop or place designated in writing by Aiphone. Aiphone will not be responsible for any costs incurred during on-site service calls. Aiphone will not 
provide compensation for any loss or damage incurred by the breakdown or malfunction of its products during use, or for any consequent inconvenience or losses that may result.


