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Secor® Alarm

• Field Proven High Quality
• Competitive Price and Reliable Service

WP06 Combo
Siren/Strobe (outdoors)
with or without internal
backup battery

• PCB double side conformal 
lacquered - resistant to corrosion 
and electric leak

• High quality UV stabilised case
• Weather proof
• Front and back tampers
• Independent siren/strobe operation
• Patented

Voltage: 12VDC

Size: 202(L) x 112(W)  
x 70mm(H)

WP95 Camouflaged
Combo Siren/Strobe
(indoors)

• High quality siren and blue strobe 
built in

• Aesthetic appeal
• Independent or combined siren/strobe

operation

Voltage: 12VDC
Siren Current: 230mA
Strobe Current: 110mA
SPL: 100dB/m
Size: 122(L) x 73(W)  

x 45mm(H)

SC03 Siren Cover Kit (outdoors)
• All-in-one – easy for sales, installation, order

and logistics
• All pre-wired with a terminal block and

mounting template - installers will love it
• High quality strobe and horn speaker (or

siren) included
• Plastic cover is highly UV treated and

weather-proof
• Only use best quality reed tamper switch – no

false alarm
• Compact design (200 x 155 x 110mm) with

half-extruded blue strobe – small is less ugly
• Also available in beige

Ordering Information:

SC03/ho – kit with horn speaker
SC03/si – kit with siren
SC03/co – kit with combo siren/horn speaker
SC03/co/top – kit with combo and top hat piezo

WP08
Top Hat Piezo
Voltage: 12VDC

SPL: 105dB/m

WP05
Flush Mount Piezo
Voltage: 12VDC

SPL: 105dB/m

ML02
Blue Strobe
Long -life continuous
rated xenon tube
Two stud fixing
12VDC, 110mA

Siren and Horn Speaker
Type: Siren, Horn Speaker and Combo
Sizes: 88, 100, 134mm
Output: 10, 15, 20W
SPL: 110, 115, 120dB/m
Typical Colour: white & black
Typical Voltage and Current:12VDC and 380mA 

(88mm siren)

Ordering Information:
WS35 – 88mm siren
WH35 – 88mm horn speaker
WS35/c – 88mm combo siren/horn speaker
WS36 is 100mm and WS37 is 134mm

Piezo Siren (indoors)

WP18 Super Combo
Siren/Strobe (outdoors)
• Large size giving a distinctive warning
• Twin piezo giving 116dB/m
• PCB double side conformal lacquered

- resistant to corrosion and electric 
leak

• Quality micro switch used as tamper 
switch

• UV treated ABS case

Voltage: 12VDC

Twin Piezo Current: 550mA

Size: 280(L) x 160(W)  
x 62mm(H)

WH40
Flush Mount Horn Speaker
Output: 20W. 400Hz - 6KHz
Impedance: 8 Ohm
Size: 161 x 127 x 44mm
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• High quality siren and high-intensity 
Led built in

Siren Current:    200 mA
Strobe Current:  50 mA
SPL: 105dB/m

• High intensity LED 

Strobe Current:      50 mA

Current: 110mA Current:   9 0mA

SPL: 116dB/m




