Vimar - K40607.01 - Tab7S w+41006 1-Fam. IP video entry kit

Code
Family
Description

Long
Description

Product
Status

Minimum
order
quantity

i VIMAR

energia positiva

K40607.01
ELVOX Door entry / KIT IP / Pixel
Tab7S w+41006 1-Fam. IP video entry kit

IP video door entry kit containing: 1 Pixel series 1-
module entrance plate for flush mounting 41131.01
grey with 1 button, 1 audio/video electronic unit
41006.1, 1 mounting box 9191 for Pixel series
entrance plate, 1 Tab 7S IP surface mounting hands-
free video entryphone with 7 in LCD colour monitor
40607 white with Wi-Fi integrated for call repetition
on smartphone, PoE power supply

3 - Active

1 NR

Sheets, Manuals

Fl - Instructions sheet (473 kb)

Fl - Instructions sheet (4391 kb)

MI - Installer guide (16489 kb)

MI - Installer guide (2578 kb)

MU - User guide (4008 kb)

- —



https://download.vimar.com/irj/go/km/docs/z_catalogo/DOCUMENT/FI49401228A0_R00.77144.pdf
https://download.vimar.com/irj/go/km/docs/z_catalogo/DOCUMENT/FI49400925A0_R01.80201.pdf
https://download.vimar.com/irj/go/km/docs/z_catalogo/DOCUMENT/MI49400683A0_R00.77915.pdf
https://download.vimar.com/irj/go/km/docs/z_catalogo/DOCUMENT/49400680B0_R00.86837.pdf
https://download.vimar.com/irj/go/km/docs/z_catalogo/DOCUMENT/MU49400925A0_EN_R01.78141.pdf

w4 VIMAR
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Certifications

37. Marking - Morocco

92. RoHS UAE

94. Radio Equipment EU DoC (download)
99. WEEE Directive (download)

Video

Today, the future of video door.
App Video Door

Video Door App

Software video door entry system
TAB 7S IP user guide

TAB 7S IP installer

Technical data

Class group: Communication technique

. _ _ Mounting method: Flush mounted
Class: Mounting accessories for door communicat
(plaster)

Suitable for: Indoor station
Colour: Other

Material: Other

Packaging

& 13496‘ 94?15“


https://download.vimar.com/irj/go/km/docs/z_catalogo/CERTIFICATE/K40607_01.79925.pdf
https://download.vimar.com/irj/go/km/docs/z_catalogo/CERTIFICATE/WEEE6lang.77938.instructions.pdf
https://download.vimar.com/irj/go/km/docs/z_catalogo/VIDEO/vimar-elvox-videocitofonia-posto-interno-tab7-tab7s-tecnologia-2filiplus-ip_EN.77200.mp4
https://download.vimar.com/irj/go/km/docs/z_catalogo/VIDEO/Vimar-app-Video-Door-installazione-configurazione-principali-funzioni-IT.78892.mp4
https://download.vimar.com/irj/go/km/docs/z_catalogo/VIDEO/Vimar-app-Video-Door-installazione-configurazione-principali-funzioni-EN.83988.mp4
https://download.vimar.com/irj/go/km/docs/z_catalogo/VIDEO/VIMAR-tutorial-04-2017-VideocitofoniaIP-ENG+MARCHIO-web.83996.mp4
https://download.vimar.com/irj/go/km/docs/z_catalogo/VIDEO/Vimar-tutorial-utente-videocitofono-TAB-7S-con-tecnologia-IP-installazione-configurazione-EN.84005.mp4
https://download.vimar.com/irj/go/km/docs/z_catalogo/VIDEO/Vimar-tutorial-installatore-videocitofono-TAB-7S-con-tecnologia-IP-installazione-configurazione-EN.84011.mp4
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Code 8013406294715
Quantity 1 NR
Dim. 51x34x9.5 [cm]
Weight 2,055 [g]

Legal

Vimar reserves the right to change at any time and without notice the characteristics of the products
reported.

Installation should be carried out by qualified staff in compliance with the current regulations regarding
the installation of electrical equipment in the country where the products are installed.

For the terms of use of the information on the product info sheet see conditions of use.


/en/int/conditions-of-use-11629122.html

