ARLSWPBRAILLE Series

Braille Plate (Aluminum) with Tactile Text assembled with GQ series Switches
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Red Illu., 12V Switch on 70x115
Braille Tactile Plate

Green lllu.,12V Switch on 70x115
Braille Tactile Plate

Blue Illu., 12V Switch on 70x115
Braille Tactile Plate

Non-lllu., Switch on 70x115 Braille

Specification \
The Front Shape Flat Round Flat Round .
| Terminal Arrangement
Terminal Type Pin Terminal(2.8 x 0.5 mm) Pin Terminal(2.8x 0,5mm)
Switching No.2 No.2
Max.Switch Rating 5A/250VAC 5A/250VAC
Contact Resistance =50mQ =50mQ
Insulation Resistance =1000MQ =1000MQ Lamp terminal Lamp terminal
Dielectric Strengh 2000VAC 2000VAC
Operation Temp. -20°C - +70°C -20C ~ +70°C ARLSWPBRAILLE-1R-12V
Mechanical Life 1,000,000cycles 1,000,000cycles
ARLSWPBRAILLE-1G-12V

Electrical Life 50,000 cycles 50,000 cycles
Contact Material Silver Alloy Silver Alloy ARLSWPBRAILLE-1B-12V
Panel Thickness 1~8mm 1~8mm
Torque 5~14Nm 5~14Nm ARLSWPBRAILLE-2
Qpersgonbresediy | 9N peen 5. | ARLSWPBRAILLE-24R-12V
IP Degree IPB5 IP65

€ Button Stainless Steel Stainless Steel 6 ARLSWPBRAILLE-24G-12V

$  Body Stainless Steel Stainless Steel

[ 7. ARLSWPBRAILLE-24B-12V

= Base PA PA

Made to order biicla sa arcliy 8. | ARLSWPBRAILLE-29
A Type . Ring llluminated(LED)

Q

&  RatedVoltage | - 8V/12V/24V/110V/ 220V
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Q  Color - R ¥ & (wi

-~ Life = 40,000 hours

Note: Every Assembly will be supplied with QC loom 100mm for Terminals & Illlumination.

Tactile Plate

Red lllu., 12V Switch on 42x125
Braille Tactile Plate

Green lllu., 12V Switch on 42x125
Braille Tactile Plate

Blue Illu., 12V Switch on 42x125
Braille Tactile Plate

Non-lllu., Switch on 42x125 Braille
Tactile Plate
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