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Dry contact relay output: N/O or
N/C selectable
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Sidoviow E Alam Qutpul Reset time: approx. 2sec.
«
30V (AC/DC) 0.25A Max
0 5 10 15 20 25m =
Supply Voltage 9.5V to 30V DC (non-polarity)
FEATURES Current Consumption 25mA
« Fuzzy Logic
® Quad PIR detector N A OTiDt
* Ceiling mount design T — +  Malfunction of equipment
* High performance dual twin element optical unit * Low voltage
e Original CPU architecture controls all functions + Failure to replace
+ Alarm contact self-check
including signal processing calculations = = = =
* High density detection area sl GO CC IR 22E)
e Slight motion detection with selectable twin/quad Mounting Position Ceiling, Wall (Indoor)
sensing Optional Flush mount attachment, Level
® Detachable base unit with snap-in/out sensor design checker
* Self-test function External Dimensions ;1372? dia. x 59mm (5.80 dia. x
® Built-in alarm memory 327)
* Trouble alarm 250g (8.802)
12m (40ft) wide angle & @ o
Detection System Passive infrared (Twin)
Dry contact (Semi-conductor)
relay output: N/C or N/O
Alarm Output selectable
Reset time: approx. 2sec.
24V (AG/DC) 0.25A Max
Supply Voltage 10 to 18VDC (non-polarity)
Current Consumption 256mA
* Pulse count
FEATURES Features +  LED disable switch
* Low voltage alarm
* 18kg (39.7Ib) pet immunity Ambient Temperature -156°C to +565°C (+5°F to +131°F)
® Ceiling mount design P oo ok
® Multiple zone technology stambately! it LAk
® Mirror optics Optional Ceiling / wall mount attachment
e Detachable base unit with snap-in/out sensor design Extemnal Dimensions ;4376 dia. x 60mm (5.79 dia. x
® Insect protection 367
e Photo MOSFET relay for silent operation 160g (5.602)
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6.7m (22ft) wide / narrow curtain

Front view Lens W Side view
& Detection System Passive infrared (Twin)
Dry contact (semi-conductor)
relay output: N/O or N/C
Alarm Output selectable
'T-l Reset time: 2sec.
: 24V (AC/DC) 0.25A Max
Supply Voltage 10 to 18V DC (non-polarity)
Frontview  LeneM  Sideview Current Consumption 25mA
+ Pulse count
* LED disable switch
& AL * Low voltage alarm
« Auto reset memory
1 | | | Ambient Temperature -15°C to +565°C (+5°F to +131°F)
’ 42m ) T 1em Mounting Position Ceiling, Wall (Indoor)
Ceiling / wall mount attachment,
FEATURES Optional Line protection lens
* Up to 5m mounting height External Dimensions G s I T 2

1.85")

e Ceiling mount design 1209 (4.202)
g (4.202Z)

® Interchangeable lenses




